	АВТОМОБИЛЬНАЯ АКУСТИКА

	                                                      Усилители                                              руб.
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	• 4 ohm Power : 50W x 4
• 2 ohm Power : 100W x 4
• 4 ohm Mono Power : 200W x 2
• Peak Power : 800W 
• Total Harmonic Distortion : <0.05%
• Frequency Response : 20Hz - 22,000Hz
• S/N Ratio : >94 dB/W/M
• Damping Factor : >150
• Input Sensitivity : 0.5 - 4.0 volts
• Crossover Slope : 12 dB
• High-Pass Crossover Freq : 40Hz - 250Hz
• Low-Pass Crossover Freq : 40Hz - 250Hz 
• Variable Subwoofer EQ : 0/+18 dB
• Subwoofer EQ Frequency : 40Hz 
• Dimensions : 10.2" x 9.3" x 1.9"
• Dimensions : 260mm x 238mm x 48mm
	      90
	

	ASA-600.4
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	• 4 ohm Power : 100W x 4
• 2 ohm Power : 200W x 4
• 4 ohm Mono Power : 400W x 2
• Peak Power : 1600W 
• Total Harmonic Distortion : <0.05%
• Frequency Response : 20Hz - 22,000Hz
• S/N Ratio : >94 dB/W/M
• Damping Factor : >150
• Input Sensitivity : 0.5 - 4.0 volts
• Crossover Slope : 12 dB
• High-Pass Crossover Freq : 40Hz - 250Hz
• Low-Pass Crossover Freq : 40Hz - 250Hz 
• Variable Subwoofer EQ : 0/+18 dB
• Subwoofer EQ Frequency : 40Hz 
• Dimensions : 14.9" x 9.3" x 1.9"
• Dimensions : 380mm x 238mm x 48mm 
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	ASA-700.5
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	• 4 ohm Power : 50W x 4 + 200 x 1
• 2 ohm Power : 100W x 4 + 400 x 1
• 4 ohm Mono Power : 200W x 2 + 400 x 1 
• Peak Power : 1400W 
• Total Harmonic Distortion : <0.05%
• Frequency Response : 20Hz - 22,000Hz
• S/N Ratio : >94 dB/W/M
• Damping Factor : >150
• Input Sensitivity : 0.5 - 4.0 volts
• Crossover Slope : 12 dB
• High-Pass Crossover Freq : 40Hz - 250Hz
• Low-Pass Crossover Freq : 40Hz - 250Hz 
• Variable Subwoofer EQ : 0/+18 dB
• Subwoofer EQ Frequency : 40Hz 
• Dimensions : 14.9" x 9.3" x 1.9"
• Dimensions : 380mm x 238mm x 48mm
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	ASA-1500.1D
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	• 4 ohm Power : 375W x 1
• 2 ohm Power : 750W x 1
• 1 ohm Mono Power : 1500W x 1 
• Peak Power : 3000W

• Total Harmonic Distortion : <0.5%
• Frequency Response : 20Hz - 250Hz
• S/N Ratio : >80 dB/W/M
• Damping Factor : >150
• Input Sensitivity : 0.5 - 4.0 volts
• Crossover Slope : 12 dB
• High-Pass Crossover Freq : 40Hz - 250Hz
• Variable Subwoofer EQ : 0/+18 dB
• Subwoofer EQ Frequency : 40Hz

• Dimensions : 15 " x 11.3" x 1.9"
• Dimensions : 381mm x 288mm x 48mm
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	Акустические системы

	2 XL-5С
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	• Power Handling Capacity (Peak) : 140W
• Power Handling Capacity (RMS) : 70W
• Nominal Impedancel : 3 ohm
• Frequency Response : 62Hz - 20kHz
• Sensitivity : 90 dB/W/M
• Motor Structure : 12 oz
• Mounting Depth : 2.2"
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	2 XL-6С
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	• Power Handling Capacity (Peak) : 180W
• Power Handling Capacity (RMS) : 90W
• Nominal Impedancel : 3 ohm
• Frequency Response : 59Hz - 20kHz
• Sensitivity : 91 dB/W/M
• Motor Structure : 14 oz
• Mounting Depth : 2.4"
	     60
	

	3 XL-652

[image: image7.jpg]



	• Power Handling Capacity (Peak) : 170W
• Power Handling Capacity (RMS) : 85W
• Nominal Impedancel : 3 ohm
• Frequency Response : 59Hz - 21kHz
• Sensitivity : 91 dB/W/M
• Motor Structure : 16 oz
• Mounting Depth : 2.4"
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	3 XL-692
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	• Power Handling Capacity (Peak) : 250W
• Power Handling Capacity (RMS) : 125W
• Nominal Impedancel : 3 ohm
• Frequency Response : 40Hz - 21kHz
• Sensitivity : 93 dB/W/M
• Motor Structure : 35 oz
• Mounting Depth : 3.3"
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	L5C





         
	• Power Handling Capacity (Peak) : 180W
• Power Handling Capacity (RMS) : 60W
• Nominal Impedancel :  3 ohm
• Frequency Response : 64Hz – 20kHz
• Sensitivity : 90 dB/W/M
• Motor Structure : 10 oz
• Mounting Depth : 2.2"!
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	L6C
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	• Power Handling Capacity (Peak) : 225W
• Power Handling Capacity (RMS) : 75W
• Nominal Impedancel :  3 ohm
• Frequency Response : 59Hz – 20kHz
• Sensitivity : 90 dB/W/M
• Motor Structure : 12 oz
• Mounting Depth : 2.4"
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	3XL-2S





	• Power Handling Capacity (Peak) : 120W
• Power Handling Capacity (RMS) : 60W
• Nominal Impedancel :  4 ohm
• Frequency Response : 3 kHz – 20kHz
• Sensitivity : 92 dB/W/M
• Motor Structure : 12 oz
• Mounting Depth : 2.2"
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	3XL-522





	• Power Handling Capacity (Peak) : 130W
• Power Handling Capacity (RMS) : 65W
• Nominal Impedancel :  3 ohm
• Frequency Response : 62Hz – 20kHz
• Sensitivity : 90 dB/W/M
• Mounting Depth : 1"
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	L-652

[image: image13.jpg]



	• Power Handling Capacity (Peak) : 180W
• Power Handling Capacity (RMS) : 60W
• Nominal Impedancel :  3 ohm
• Frequency Response : 56Hz – 20kHz
• Sensitivity : 88 dB/W/M
• Motor Structure : 12 oz
• Mounting Depth : 2.4"
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	L-693




	• Power Handling Capacity (Peak) : 300W
• Power Handling Capacity (RMS) : 100W
• Nominal Impedancel :  3 ohm
• Frequency Response : 43Hz – 20kHz
• Sensitivity : 91 dB/W/M
• Motor Structure : 30 oz
• Mounting Depth : 3.3"
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	3XL-12D
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	• Power Handling Capacity (Peak) : 1700W
• Power Handling Capacity (RMS) : 850W
• Nominal Impedancel : Dual 1 ohm
• Voice Coil Size : 3"
• Frequency Response : 31Hz - 450Hz
• Sensitivity : 91 dB/W/M
• Motor Structure : 542 oz
• Mounting Depth : 7.75"
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	L-12D
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	• Power Handling Capacity (Peak) : 800W
• Power Handling Capacity (RMS) : 400W
• Nominal Impedancel : Dual 4 ohm
• Voice Coil Size : 2"
• Frequency Response : 24Hz - 450Hz
• Sensitivity : 92 dB/W/M
• Motor Structure : 149 oz
• Mounting Depth : 6.0"
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	L-522



	• Power Handling Capacity (Peak) : 150W
• Power Handling Capacity (RMS) : 50W
• Nominal Impedancel : 3 ohm
• Frequency Response : 64Hz – 20kHz
• Sensitivity : 88 dB/W/M
• Motor Structure : 10 oz
• Mounting Depth : 2.2"
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